
 

 

CME-850                      

 
Performance Specifications 

Performance ratings are based on engineering specifications, calculations, and accepted industry standards.  Capacities may vary 

according to drilling conditions.  BC2 Environmental reserves the right to amend these specifications at any time without notice.   

BC2 Environmental 

Hydraulic Feed System 

Pulldown force: 18,650 lbs. 
Retract force: 28,275 lbs. 
 

Power Unit 

Duetz 6 cylinder turbocharged diesel engine with 
197 hp; 12V starting circuit, electronic engine 
module installed in the operators control panel; 60 
gallon fuel tank. 

Right Angle Drive 

Single speed heavy duty right angle drive with 
tapered roller bearings, ring gear, and pinion.  All 
bearings and gears are lubricated through an oil 
bath. 

Maximum torque and Maximum rpm 

Rotary Torque Standard= 14,250 ft-lbs 
Rotary Speed= 600 rpm 

 

SPT Automatic Hammer 

ASTM D-1586 standards, standard duty 140 lb, 
Hydraulic self compensating 

 

Estimated Operating Capacities 

Hollow stem augers: 15 in 

Angle Drilling: Standard Capability 

 

Ground Bearing pressure 
 

• 2.5 psi  
 

Additional Equipment 
 

• 33 in wide track surface 

• 8,800 square inches all terrain drill area 
 
 
 
 
(Note: Drilling capabilities may vary according to subsurface 
conditions.) 


